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SCUDOCHROMAME 702WA 
MARBLE & WOOD 

Anti-scratch protective top coating for marble and wood 
 

    Key Character ist ics                                                                                                         
ScudoChromame 702WA™ is a 2K hydrophobic anti-scratch anti- corrosion anti-stain protective top 

coating designed to protect expensive elegant marble and wood surfaces for physical and chemical 

damage. Materials such as marble or granite or wood on their own are susceptible to staining, 

scratching, and other forms of damage due to their porous natures and inconsistent durability. 702WA 

protects the surfaces from stain, and chemicals and is able to withstand tremendous force without 

buckling, while retaining a crystal-clear appearance. The nano-structure of the epoxy resin preserves the 

natural shine of surfaces and enhances the beauty the surfaces on which it is applied 

  Product Information   

• Transparent : Maintains the natural appearance of the stone marble granite and wood surfaces 
• Oxidation Inhibitor: Does not allow moisture to build up leading to oxidation and yellowing 
• UV- Stabilized: Ensures long lifetime of the coating in exterior applications 
• Excellent Adhesion: The product has an ultra solid bond directly to all surfaces 
• Chemical Resistance : Resistant to oil, grease, petrol, salt-spray and also to the most aggressive solvents 
• Temperature resistance: -10°C - 120 °C 
• Waterproof: Omni-phobic; hydrophobic 
• Anti antiscratch: Resists to denting and scratching 
• Stain Resistance: 702WA is non poured and water resistant thus highly resistant to stains spilled over 
• Can be easily maintaned or repaired if required , by sanding and re-coating 

Physica l Features at supply   
 
 
 
 
 
 
 
 
 

  Dry Product Features   
 
 
 
 
 
 

SPECIAL NOTES : 

[1] ScudoChromame 702 WA always requires thorough surface preparation & cleaning 

[2] ] ScudoChromame™702MT can be custom formulated in any RAL Paint Color 
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The Technical Data Sheet (TDS) is recommended to be read in conjunction with the Material Safety Data Sheet (MSDS) 

F E A T U R E S 

 Abrasion & Chemical 
Resistant 
Highly transparent 

 UV resistant 
 Premium weather-ability 
 Extremely durable 
 Pigmentable 
 Easy and safe to apply 
 Easy to clean & maintain 

 

T Y P I C A L U S E 
Architectural: 
Interior and Exterior common 
living spaces, floorings (also 
high traffic) 

D E S C R I P T I O N 
ScudoChromame™ 702WA. is 
a hydrophobic clear protective 
top coating designed for 
protecting and enhancing the 
beauty of marble and wood 
surfaces 
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S E R V I C E S 

Technical Support 
Is available on line 24/7 
Tel: +39-3311699006 
Email: support@chromame.it 

I n s t r  u c t i o n s f o r u s e 

Application Support 

Live demo at 
ChromaMe Italy 
ChromaMe Dubai 
Make an appointment 
Italy: +39-331169906 
Dubai: +971 55820 7649 
Email: support@chromame.it 

 

Commercial Inquiries 
- Training 
- Installation and setup 
- On line support 
Get in touch Whatsup 
Italy: +39 3311699006 
Dubai +971 55820 7649 

Qatar: +971 509594511 

Email: info@chromame.it 

For more information on any 
of our products or services 
please visit us on the Web at: 

www.chromame.it 
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CAUTION This product is for professional use only. The applicators and operators shall be trained, experienced and have the capability and 
equipment to mix/stir and apply the coatings correctly and according to ChromaMe technical documentation. Applicators and operators shall use 
appropriate personal protection equipment when using this product. 

 

HEALTH AND SAFETY Please observe the precautionary notices displayed on the container and on MSDS Material Saftey Data Sheets for each 

product. Use under well ventilated conditions. Do not inhale spray mist. Avoid skin contact. Spillage on the skin should immediately be removed with 

suitable cleanser, soap and water. Eyes should be well flushed with water and medical attention sought. 

WARRANTY & LIABILITY LIMITATIONS Information contained herein is accurate to the best of our knowledge. The coating properties and cured 

coating properties listed herein represent typical values for AF201 and are not meant as specifications. ChromaMe Srls insists that users conduct their 

own tests for applicability and fitness for any purpose. Statements concerning use of products or formulations described herein shall not be 

construed as a warranty or license to infringe any patent or trademark, and no liability for infringement arising out of such use is assumed. Please refer 

to ChromaMe Standard Terms and Conditions or to your Purchase Agreement with ChromaMe for the warranty coverage of ChromaMe’s 

product. 

   
All product names mentioned in this publication are trademarks of, or licensed to, Chroma Nano Tech S.r.l.s. 
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